FLANGED TYPE LINEAR BALL BUSHING

LMH-L <Built-in Synthetics Resin Retainer>
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This type is a metric dimension series widely used
in Japan and other countries.
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LMH 6LUU 4 28 6 12 0 35 28 18 5 20 — 35 6 3.1 15 15 323 530 LMH 6L
LMH 8LUU LMH 8L-A 4 47 8 15 . 0.013 45 32 21 5 24 — 35 6 3.1 15 15 431 784 LMH 8L
LMH 10LUU LMH 10L-A 4 90 10 19 — 55 40 25 6 29 — 45 75 4.1 15 15 588 1,100 LMH 10L
LMH 12LUU LMH 12L-A 4 102 12 _0,0100 21 0 57 42 27 6 32 — 45 75 41 15 15 813 1,570 LMH 12L
LMH 13LUU 4 123 13 23 -0.016 61 4103 43 29 6 33— 45 75 41 15 15 813 1,570 LMH 13L
LMH 16LUU LMH 16L-A 5 182 16 — 28 ——— 70 - 48 34 6 31 22 45 75 441 15 15 1,230 2,350 LMH 16L
LMH 20LUU LMH 20L-A 5 247 20 T 4 32 0 80 54 38 8 36 24 55 9 5.1 20 20 1,400 2,740 LMH 20L
LMH 25LUU LMH 25L-A 6 525 25  0.012 40 e 12 62 46 8 40 32 55 9 51 20 20 1,560 3,140 LMH 25L
LMH 30LUU LMH 30L-A 6 645 30 45 07 123 74 51 10 49 35 6.6 11 6.1 20 20 2,490 5,490 LMH 30L
LMH 40LUU LMH 40L-A 6 1423 40 0 60 0 151 96 66 13 64 45 9 14 8.1 25 25 3,430 8,040 LMH 40L
LMH 50L UU 6 3437 50 -0.015 80 | -0.022 192 116 86 13 80 56 9 14 841 25 25 6,080 15,900 LMH 50L
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